The HP LaserJet 4200/4300 Series Swing Plate Assembly Installation Instructions

Getting To The Swing Plate
1. The swing plate assembly is nestled deep inside the printer (Figure 3, red box) and requires a lot of disassembly. Follow these steps to get to it. 

2. The first step in removing the swing plate assembly is to remove the rear face-up tray, toner cartridge, fusing assembly, and the left, right and top covers. 

3. Remove the formatter and its cage by removing two screws (Figure 4, red arrows).
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	Figure 3 - The red box shows the swing plate assembly as it is positioned within the printer.
	
	Figure 4 - The red arrows indicate the two screws that attach the formatter and its cage to the printer.


4. After you remove two more screws labeled “M4” (Figure 5, red arrows), you should be able to slide the right tray guide (Figure 6) out by pushing in the plastic circle (Figure 5, yellow arrow).
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	Figure 5 - Remove the two screws labeled “M4” (red arrows) and push the plastic circle (yellow arrow) to remove the right tray guide (Figure 6).
	
	Figure 6 - The right tray guide.


5. Remove the switch rod (Figure 7). 

6. The DC controller has several cables attached to it, but you will only be removing the two ribbon cables and the three plugs with multi-colored cables (Figure 8, red boxes). Slide these cables through the hole in the side of the printer (Figure 9) and pull them from the other side so they hang loose in the inside of the printer (Figure 10).
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	Figure 7 - Remove the switch rod.
	
	Figure 8 - The two white ribbon cables (being held) and three multi-colored cables (red boxes) must be removed from the DC controller.
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	Figure 9 - Slide the cables through the hole in the side of the printer.
	
	Figure 10 - Pull the cables so they hang loose in the inside of the printer (right, three of the five cables shown).


1. Staying on the right side of the printer, find the four screws labeled “M3” (Figure 11, arrows) and remove them. 

2. Now switch to the left side of the printer and locate the five screws labeled “M3” (Figure 12, arrows) and remove them. Two of these screws hold on the connecter access cover, which you should remove at this time (Figure 12, yellow box).
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	Figure 11 - Remove the four screws labeled “M4” (red arrows).
	
	Figure 12 - Once the five screws labeled “M3” (red arrows) are removed, the connector access cover can be removed (yellow box). 


3. Locate and unplug the two cables underneath the connector access cover that are connected to the power supply, just below the main fan (Figure 13, arrows). 

4. You are now ready to pull out the power supply as shown in Figure 14. The power supply will not slide out unless you lift it up slightly and pull back.
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	Figure 13 - Red arrows indicate the two cables underneath the connector access cover.
	
	Figure 14 - Pull up and out on the power supply to remove. 


5. Remove the plastic power supply guide (Figure 15) and the plastic wire guide (Figure 16).
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	Figure 15 - The plastic power supply guide.
	
	Figure 16 - The plastic wire guide. 


6. The toner cartridge guide is attached to the printer’s frame by a spring. Use a spring hook to detach the spring and remove the toner cartridge guide (Figure 17). 

7. Finally, remove the white 23-tooth gear (Figure 18) and the three screws that hold the swing plate assembly in place (Figure 19, arrows). You can now remove the swing plate assembly.
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	Figure 17 - Use a spring hook to detach and remove the toner cartridge guide.
	
	Figure 18 - Remove the 23-tooth white gear. 
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	Figure 19 - The red arrows indicate the three screws that hold on the swing plate assembly.


